




You can always find a solution,
.. whichever is your question



The Company

Soundness, dynamism 
and efficiency are the key 
words that best describe 
our company and that 
placew us on the best 
possible footing to evolve 
with the market and keep 
up with the changes.
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In 1973, in what would 
soon become the largest 
ceramics district in the 
world, A Zeta Gomma was 
born. 
Although founded as a 
small craft-based firm 
specialized in the manu-
facture of special belt sur-
facing, mostly oriented 
towards local industry, 
today’s company is now a 
market leader.

The History

The turning point came, in 
1985, thanks to the gre-
at experience gained and 
also to newcomer to the 
firm Dr Mario Capra, an ex-
Pirelli manager, whose di-
stinguished qualities gave 
the firm a dynamic and 
highly professional image.
From then on, A Zeta Gam-
ma’s growth was swift 
and constant, and it soon 
became one of the indust-
ry’s major names both na-
tionally and internationally.

Progress



Today, the company, counts 
over 60 employees, a 
warehouse with over 40.000 
articles and a portfolio of 
over 3.500 customers in 
Italy.
Besides this, the overseas 
distribution figures are 
significant and in continuous 
expansion, representing 
approximately 20% of 
sales.
In its first thirty years of 
business, an anniversary just 
celebrated, A Zeta Gomma 
has laid the foundations for 
the future.

Today’s Company
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The M.E.C. V-BELT ® is 
a registered trademark 
owned exclusively by 
A Zeta Gomma . All the 
products are tested for 
their compliance with the 
high standards set by A 
Zeta Gomma. This choice 
was the result of the 
company’s wish to always 
guarantee its client with a 
high quality product, in line 
with the most demanding 
market requirements.

The UNI EN ISO 9001/2000 
CERTIFICATION guarantee 
quality and efficiency in the 
various company phases of :
• Design
• Manufacturing
• Testing
• Compliance with standards
• Assistance
A Zeta Gomma has been 
working in full compliance 
with standards several years, 
in order to guarantee its clients 
high quality throughout every 
stage of the manufacturing 
process.

Quality Guarantee

M.E.C. V-Belt
®



foto 1/pag. 8

Mission and Objective
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A Zeta Gomma intends to 
become a global supplier 
in the sector, and with 
this aim it has based its 
strategy on the immediate 
availability of all the rubber 
and pvc products and the 
continuous and customized 
service in both the planning 
and maintenance stages.
The company strategy, 
completely oriented 
towards the client, is 
linked to A Zeta Gomma’s 
second important principal, 
that is, the professional 
and personal growth of its 
collaborators.
The value of the service 
provided to the clients, which 
determines the company’s 
success, depends on the 
quality of the individuals 
that compose it.

Mission

The company’s objective 
is to consolidate its 
leadership on the Italian 
market and increase its own 
commercial presence on the 
worldwide level, through 
the strengthening of its own 
position in all the countries 
whose markets require high 
quality products.

Obiettivo



The Belt
The earliest known documentation about belt’s first use 
dates back to the construction of the pyramids in Egypt and 
shows extensive use of the various tools, in approximately 
2800 B.C. We had to wait until Leonardo da Vinci’s time 
(1425-1510), though, to see a complete and methodical 
organization for the subject and an identification of the first  
fundamental physical laws. In his projects quite sophisticated 
gears, belt drives (or rather, ring-shaped rope drives) and 
also synchronous drives were seen.
The real industrial revolution began in the eighteenth 
century thanks to invention of the steam engine by G. Watt, 
originally developed to replace the use of horses in mining: 
the engine is to be connected to the pump! The increasing 
need greater strength and efficiency then gradually brought 
about the use of cast iron rather than wood for pulleys and 
the transition from rope to flat leather belts. 
Natural evolution thus led to leather belts guided by flanges 
at the sides, then the flat belt was cut into a V-shape, various 
impregnated fabrics appeared and finally rubber was used 
which, thanks to its considerable friction coefficient, allows 
extremely powerful drives to the produced: we are now at 
the modern V-belt drive.
In 1946 the Singer company requested a belt which would 
allow them to synchronize the movements of two parallel 
axes: it was developed by the Gilmer company, who thus
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provided the first 1/5 pitch 
toothed belt, as it is still 
known today. The above-
side Gilmer company was 
subsequently taken over by 
the U.S. Company Rubber, 
then Uniroyal, who broadened 
the toothed belt concept 
putting them on the market 
with various pitches, width 
and structures : we have now 
arrived at the present day. 
The toothed belt has secured 
itself a share of the market, 
but there is still a lot to do to 
achieve a satisfactory level of 
distribution.



Products

M.E.C. Gum®

M.E.C.® Rolls

M.E.C. V-Belt®

M.E.C. TimingBelt®

M.E.C. Belt® Multiribs H-J-L-M

M.E.C. Pol Belt®

M.E.C. MAXIFLEX Belt®

M.E.C. Timing Polyurethane Belt®

Gumatex®

M.E.C. Transportbandes® PVC-PU

M.E.C. Flat Transmission Belt®

M.E.C. Drive® PE-HD

M.E.C. Profilbelt®

M.E.C. Flex®

M.E.C. Vulcanizing®

M.E.C. Transportbandes® in Rubber
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M.E.C. V-Belt®

M.E.C. V BELT•	 ® OIL STAT® - Z - A - B - C - D - E
M.E.C. PERFORBELT•	 ® OIL STAT®

M.E.C. V BELT•	 ® OIL STAT® A - B - C FTD
M.E.C. V BELT•	 ® OIL STAT® - SPZ - SPA - SPB -SPC
M.E.C. V BELT•	 ® OIL STAT® 3V - 5V - 8V
M.E.C. V BELT•	 ® OIL STAT® - SPZ - SPA - SPB - SPC FTD
M.E.C. V BELT•	 ® OIL STAT® 3V - 5V FTD
M.E.C. V BELT•	 ® OIL STAT® 2L - 3L - 4L - 5L
M.E.C. ESABELT•	 ® OIL STAT® AA - BB - CC
M.E.C. VARIBELT•	 ®

M.E.C. V BELT MULTI BELT•	 ® OIL STAT®

M.E.C. MINI V BELT•	 ®OIL STAT® FT®

M.E.C. MINI V BELT•	 ® OIL STAT® FTD®

PRODUCTS

Used in every sector, from 
mechanics to food and from 
agriculture to ceramics, the 
M.E.C. V-BELTS® are the 
fruit of the continuous ca-
reful product research and 
testing, but above all of over 
thirty years of experience 
gained in the transmission 
sector.

Usage type
M.E.C. V-BELT®
The A Zeta Gomma  M.E.C. 
V-BELTS® stand out thanks 
to their excellent resistance 
and the high level of power 
transmissible.
The mechanical characte-
ristics are guaranteed for 
their working life despite 
the repeated stress they are 
subjected to. All the M.E.C. 
V-BELTS® also feature OIL 
STAT®, i.e. they are resi-
stant to the action of oil and 
heat, they are electrocon-
ductive, thus ensuring the 
electrostatic charges are 
deflected properly, and they 
are ISO 9000-compliant. 
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M.E.C. TimingBelt®

M.E.C. TIMING® SINCRONE:
M.E.C. TIMING•	 ® SINCRONE MXL-X-L-H-XH-XXH
M.E.C. TIMING•	 ® MANICOTTI MXL-X-L-H-XH-XXH
M.E.C. TIMING•	 ® SINCRONE DD

M.E.C. TIMING® HTD®

M.E.C. TIMING•	 ® HTD 3M - 5M - 8M -14M
M.E.C. TIMING•	 ® MANICOTTI HTD 3M-5M-8M-14M
M.E.C. TIMING•	 ® STD 8MS
M.E.C. TIMING•	 ® CXP CXA
M.E.C. TIMING•	 ® HTD DD

PRODUCTS

The toothed M.E.C. TIMING 
BELT®, made of neoprene 
rubber with fiberglass in-
serts, is the most recent pro-
duct in the transmission belt 
field. The precise running 
and perfect synchronism are 
guaranteed by the reciprocal 
engagement of the teeth, 
like the toothed pulley belts, 
therefore allowing the pro-
duction of a light, high-po-
wered transmission belt that 
is not bulky. All the M.E.C. 
TIMING BELT® are available 
as endless, or open ends.
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M.E.C. Belt® Multiribs
H-J-L-M

M.E.C. BELT•	 ® MULTIRIBS® H - J - L - M
M.E.C. BELT•	 ® MULTIRIBS® MANICOTTI H - J - L - M

PRODUCTS

Thanks to their thinness, the 
high transmissible power, 
the reduced overall dimen-
sions and the large flexibility, 
the application potential for 
different machinery is vast: 
electrical appliances, mo-
tors, shakers, compressors, 
pumps, mixers, exhaust 
fans, fans, printing machi-
nes, etc.

Usage type

Conceived as a combination 
of the V-belt and the flat belt, 
M.E.C. V BELT® MULTIRIBS 
are joined widthways to pre-
vent them being overturning 
by the pulley races as could 
happen with a group of V-
belts of different lengths.
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M.E.C. Pol Belt®

TRAPEZIODALI SEZ. Z- A-B-C    •	

TRAPEZIODALI SEZ. Z- A-B-C    RINFORZATA•	

TRAPEZIODALI SEZ. Z- A-B-C   TIPO  CR•	

TRAPEZIODALI SEZ. Z- A-B-C   TIPO CP•	

TRAPEZIODALI SEZ. Z- A-B-C    TIPO CC•	

TRAPEZIODALI SEZ. Z- A-B-C    TIPO RND IN PARA E PU•	

TONDA DIAMETRI DA 3 A 20•	

TONDA DIAMETRI DA 3 A 20 RINFORZATA•	

PRODUCTS

The thermo-welding belts 
are recognized as a reliable 
product handling system for 
various industrial sectors 
and are used throughout the 
world.
The M.E.C. POLBELT®, are 
produced by extrusion using 
state-of-the-art technology.
The different colorings of 
the M.E.C. POLBELT® allow 
their immediate identifica-
tion according to hardness.

Designed to be particularly 
easy to use, quickly repla-
ced, and resistant to UVA 
rays, acids, alkalis, benzene 
and above all to abrasion, 
they are now known to main-
tenance firms the world over 
as an irreplaceable product.

Usage type
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M.E.C.
MAXIFLEX Belt®

M.E.C. MAXIFLEX OIL STAT®

PRODUCTS

Dimensional characteristics:
1) Thicknesss 1,2 mm
2) Width from 5 mm to 300 mm
3) Rated length at measuring tension of 10 Kg/cm of width 
from 210 to 3300 mm
4) Thickness tolerance +/- 0,5 mm
5) Width tolerance +/- 0,5 mm
6) Length tolerance +/- 1.5%

The flat continuous M.E.C. 
MAXIFLEX BELT® endless 
belts are composed of a 
nucleus of synthetic fiber 
material, with a very high-
resistance continuous loop, 
and protected on two side by a 
light layer of neoprene rubber.

They are resistant to the 
swelling action of oil, and the 
aggressiveness of acids and 
hydrocarbons and are also 
electro conductive and able to 
support heavy loads and high 
linear speeds.

Usage type



18

M.E.C. Timing
Polyurethane Belt®

M.E.C. TIMING POLMETRIC® BELT®

CINGHIE DENTATE IN POLIURETANO •	 T2.5 - T5 - T10 - AT5 - AT10
MANICOTTI DENTATI IN POLIURETANO •	 T2.5 - T5 - T10 - AT5 - AT10

M.E.C. TIMING POLMETRIC® BELT® DD
CINGHIE DENTATE DD •	 T5 - T10
MANICOTTI DD •	 T5 - T10

CINGHIE M.E.C. TIMING POLBELT®

CINGHIE IN POLIURETANO CON INSERTI METALLICI •	 XL - L - H
MANICOTTI TIMING PASSO •	 XL - L - H

M.E.C. TIMING POLBELT® A METRAGGIO
T2.5 - T5 - T10 - AT5 - AT10 - AT20•	
XL - L - H•	
5 - 8 - 14 M•	

PRODUCTS

The M.E.C. TIMING POLYU-
RETHANE BELT® are made 
of polyurethane with high-
resistance steel or Kevlar® 
inserts. The union of these 
quality materials allows the 
manufacture of toothed belts 
that are precise in terms of di-
mensions and pitches.  These 
are produced by the meter, 
sleeve cut or produced using 
FLEX® technology (special de-
velopment without junction).

They are used in transmis-
sions where products with 
limited tolerance and abra-
sions where products with 
limited tolerance and abra-
sion and oil resistance are 
required, with uniform ed-
ging (thickness, metal insert 
positioning, tooth shape) 
and good flexibility.

Usage type
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M.E.C. FLEX®

M.E.C. FLEX® belts, with spe-
cial length, embody all the best 
characteristics of polyurethane 
belts; moreover, the inside cord 
in steel or para-aramid synthe-
tic fiber is the best solution for 
meeting the highest operating 
stress conditions. The inside 
cord can also be in stainless 
steel in order to ensure ope-
ration also in contact with wa-
ter or oxidizing liquid. Further, 
FLEX belts can be manufactu-
red applying a fiberglass cloth 
both on inside length (PAZ) and 
on belt back side (PAR).
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Gumatex®

GUMATEX®-GT5 belts have 
a brand new, high-tech de-
sign for screen-printing ma-
chines used in the ceramics 
industry. They are produced 
with the same systems and 
technology as are used for 
belts for motor vehicles, 
whose essential property is 
the resistance to the great 
stresses they are subjected 
to in their daily use, guaran-
teeing them a long working 
life. 

Usage type
The features  that make this 
product state-of-the-art are:
1. The rubber and neopre-
ne-impregnated textile base 
that covers the tooth to im-
prove its flow and reduce 
noise levels .
2. The highly resistant and 
flexible fiberglass inserts. 
3. The outer covering or 
surfacing, composed of a 
special soft mix designed to 
prevent wear.

A zeta gomma can provide 
this product line at any step 
and a maximum width of 
500 mm..
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M.E.C. Transportbandes®

PVC-PU

Nowadays conveyor belts 
with PVC coverings can be 
found in all kinds of industrial 
concerns and have become 
the most important part of 
the conveyer belt market. 
As well as PVC belts, our 
range includes conveyor 
belts with polyurethane co-
verings that are suitable for 
both industrial use and in 
the food sector.
What is new about them is 
their working life, which is 
unquestionably longer than 
that of the common PVC 
belt.
PVC or polyurethane profi-
les can be fitted to all belt 
types, to meet all conveying 
needs.
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M.E.C. Flat
Transmission Belt®

2 PLIES•	
2 RAW PLIES•	
3 PLIES•	
3 RAW PLIES•	
4 PLIES•	
5 PLIES•	
6 PLIES•	
7 PLIES•	
8 PLIES•	

PRODUCTS

The M.E.C. FLAT TRANSMIS-
SION BELT® can be used as 
both a transmission belt, for 
normal transport but with li-
mited peripheral speed, and 
as a conveyor belt, for any 
internal transport at normal 
temperatures provided that 
the materials are not oily.

Specifications

Produced in 32 ounce cotton 
material, with overlapping 
rubber plies or raw plies, 
the M.E.C. FLAT TRAN-
SMISSION BELT® is applied 
in the production of bucket 
elevators and sliding con-
veyor belts on sheet metal, 
wood and plastic laminates. 
Junction by hot vulcaniza-
tion or metal staples.
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M.E.C. Drive® PE-HD

Supports and slide ways for 
transmission and conveyer 
belts wear rapidly due to the 
high level of friction between 
the slide way and the belt, 
which therefore require parti-
cularly high driving forces.

To solve these problems in 
the field of handling and tran-
smission technology, A Zeta 
Gomma offers a wide range 
of high-performance polyethy-
lene section bars with great 
features:

1. High resistance to wear 
2. Low friction coefficient 
3. Extremely resistant to 
blows and breakage
4. No water absorption 
5. Low specific weight
6. Non-toxic

The avant-garde equipment A 
Zeta Gomma disposes of al-
lows us to produce bespoke 
designs.



24

M.E.C. Gum®

Rubber sheets and mats are 
particularly suitable, in terms 
of composition, behaviour, 
cost, hardness, elasticity and 
finishing, for systems put to 
a more frequent use.
When choosing the quality 
you require, you should con-
sider above all the presence 
of:

1. natural agents (light, ozo-
ne, etc.)

2. chemical agents (oils, fats, 
fuel, acids, solvents, etc.)

3. physical agents (high/low 
temperature)

4. mechanical agents (abra-
sive actions, repetitive stres-
ses, heavy loads). 

Choosing the wrong quality 
product could result in a ra-
pid deterioration in its per-
formance.
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M.E.C.® Rolls

The production of sheathing 
to cover the rollers is gene-
rally oriented towards the 
ceramics sector, where it is 
used a great deal, although 
nowadays it can be found 
outside this sector, in the fit-
ness field, for example.
The range includes 5 large 
families:

1. PVC
is primarily used on ma-
chines where the furnace 
output tem peratures work 
is not high (about 70 °).

2. PVC + NEOPRENE
is used outputs in the oven 
with temperatures up to 
100 -105 °. In these machi-
nes very often, in the first 
6-7 initial roller Committee 
will adopt the product PVC 
+ NEOPRENE in remaining 
rollers until end of the roller 
is used normal PVC.

3. POLYURETHANE
recently produced, whose 
terms of wear are well 6-7 
times lower than those of 
PVC or PVC + NEOPRENE 
in
presence of high heat or 
abrasive materials. Can be 
provided only in neutral 
colors.

4. SILICONE
used where temperatures 
are high (150/200 °), the 
contraindication is the rapid 
wear of silicon in contact 
with abrasive material (such 
as tiles). 

5. SPINGUM
high-tech product compo-
sed of a rubber compound 
25 Shore and rectified on 
the outside and almost al-
ways used for the pre avail 
DEVICE distribution slip on 
the glazing lines.
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M.E.C. 
Profilbelt®

TRAPEZOIDAL BELTS WITH CARRyOVER SECTION A-B-C-D•	

PRODUCT RANGE

The M.E.C. PROFILBELT ® 
OIL STAT ® belts are used 
for transporting material 
over horizontal, slanted or 
vertical surfaces.

The covering is hot vulcani-
zed onto the belt and must 
have an optimum dragging 
coefficient for the material 
transported. 

The M.E.C. PROFILBELT 
® OIL STAT ® belts can be 
supplied in rolls or closed lo-
ops with the rubber surface 
available with different out-
lines and different qualities, 
colors and hardness. They 
are used in sectors where 
wood is worked, in farming 
machines, in packaging han-
dling and above all in cera-
mics.
For carry-on over belts and 
rubber, is important to cal-
culate, on the initial deve-
lopment of the belt can, a 
retreat that, on average, can 
be between 2 and 4 per-
cent.
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M.E.C. Vulcanizing®

A Zeta Gomma is able to 
provide a highly customi-
zed service that allows 
the production of moulded 
rubber items of any shape 
or size.

Our molded rubber items 
can be created on design 
that are quoted or supplied 
by the user or designed in 
collaboration with our qua-
lified technical staff.
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M.E.C. Transportbandes®

in rubber 

M.E.C. TRANSPORTBAN-
DES® is an extremely suc-
cessful brand of high quality 
rubber belts, representing the 
fruit of continuous research.

The M.E.C. TRASPORTBAN-
DES® name means high qua-
lity, avant-garde technology 
and reliability, while thanks to 
its efficient technical service, 
A Zeta Gomma guarantees 
the solution to any applica-
tions problem. A Zeta Gom-
ma has teams of specialized 
workers on hand for its custo-
mers to deal with urgent re-
pairs, joints, disassembly and 
reassembly, as well as main-
tenance.

Thanks their polyester/nylon 
fiber structure, M.E.C. TRAN-
SPORTBANDES® belts gua-
rantee maximum flexibility, al-
most no stretching, however 
far apart the rolls, and are ide-
al for work in damp areas. The 
elastic and abrasion-resistant 
rubber covering allows the 
handling of different kinds of 
materials.

MEC TRANSPORTBANDES® 
belts are currently used in 
many different applications 
and in all sectors, and A Zeta 
Gomma Technical Staff is 
available to study personal so-
lutions for the customer.



Services

MEC®  Joints for conveyor belts

M.E.C. Welder®
M.E.C. Vulcanizing®

Equipments

Services
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M.E.C. Vulcanizing®

After getting international 
acknowledgment in the field 
of rubber conveyor belts, in 
collaboration with Goodyear, 
the world leading company, 
A Zeta Gomma designed and 
developed a new product 
range called M.E.C. Vulcani-
zing® aimed at cold curing 
of rubber conveyor belts. 
The range includes bonding 
agents, catalysts, primers, 
patches and a complete ac-
cessory line dedicated to 
rubber conveyor belts. A 
wide range of products for 
solving the most different 
issues regarding rubber cold 
curing.
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M.E.C. Welder®

After stating top quality 
on market with MEC POL-
BELT® products in the field 
of thermo-welding belts, A 
Zeta Gomma focused on 
the issue of assembly time 
for these belts and created 
MEC WELDER®.
At present, belt joining re-
quires a suitable welder, a 
positioning device and thir-
ty-minute labour by skilled 
personnel, whereas MEC 
WELDER® is easy to use 
and reduces operating time 
to only 6 minutes.
MEC WELDER®, patented 
by A Zeta Gomma, is an ex-
tremely efficient and effecti-
ve instrument that taking ad-
vantage of belt side friction 
produces the heat necessary 
to join belts rapidly and gua-
ranteeing top joint resistance 
along with time and running 
cost saving.
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Equipments

As well as their quality, the 
proper functioning of the 
products supplied depends 
on the application method.
For this, A Zeta Gomma 
provides its clients with the 
best equipment, which is 
capable of always ensuring 
the maximum efficiency of 
the product under absolute-
ly any conditions.
Besides the common pliers, 
scissors and welders, there 
are also more complex tools 
available, such as the mo-
dern M.E.C.TENSION®, a 
useful tool for checking that 
the transmission belt are al-
ways correctly tensioned, in 
order to always ensure their 
optimum functioning.
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MEC®  Joints for
conveyor belts

Our company meet its clien-
tele’s needs: we have a wor-
kshop for PVC and rubber 
conveyer belt joints, equip-
ped with the latest gene-
ration presses and cutters, 
which can work on belts with 
widths of over 2000 mm. 

We can also supply any kind 
of mechanical joint for PVC, 
rubber or raw cloth conveyer 
belts. 
Back up to our internal ac-
tivity comes in the form of 
our external jointing teams 
on call 24 hours a day and 
equipment that allows us to 
work in absolutely any con-
ditions. 

This service is available na-
tionwide and can be supplied 
on request to our distributors 
around the world.
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Services

Thanks to our years of 
experience, A Zeta Gom-
ma offers its customers a 
range of before- and after-
sales services: 

• ADVICE
The qualified staff in our 
engineering department 
will always know how to 
put your problems right, 
and always at the right pri-
ce.

• INSTALLATION 
To offer the best possible 
service, we encourage our 
customers to take advan-
tage of our Crane service 
to make sure the belt is 
installed at the height they 
require.

• CUSTOMER CARE 
We want to be available 
for all our customers, even 
after the sale and installa-
tion of the product, which 
is why our customer care 
team is on hand continuou-
sly, round the clock, inclu-
ding weekends and bank 
holidays.
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Sede

Via Radici in Piano, 449/1

41049 Sassuolo (MO) - Italy

Tel. +39 0536 867111

Fax +39 0536 806884 - 806945

Stabilimento Produttivo 1

Via S. Tommaso, 16/22

41049 Sassuolo (MO) - Italy

Nuovo Villaggio Artigiano S. Carlo

Tel. +39 0536 801248

Stabilimento Produttivo 2

via Trentino Alto Adige

41049 Sassuolo (MO)

www.azetagomma.com

azetagomma@azetagomma.com

You can always find a solution,

.. whichever is your question


